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 ANKASYS Verification IPs include both the 
universal verification component and 
corresponding integration with training services in 
a single pre-packaged library. Its ease and 
parametric structure provides verification 
engineers highly customizable ready to use VIP 
base to speed up verification process.


ANKASYS Verification IP Product Family includes   

   • ANKASYS BASE VIP


   Protocol specific VIPs:

   • ANKASYS SPI VIP

   • ANKASYS I2C VIP

   • ANKASYS UART VIP

   • ANKASYS ARINC708A VIP

   

   ANKASYS Verification IPs are implemented in 
pure SystemVerilog language. No third-party 
language or script is needed for integration. The 
complete component hierarchy inside the 
verification IP and corresponding test codes 
(Sequences and tests) are all driven from UVM 
standard library.


 As digital designs are getting more complex, and 
production and fabrication and re-design costs are 
high, industry is in need of more reliable/reusable 
verification approaches to verify them.


 UVM is one of the leading verification approaches, 
a standardized methodology to verify digital 
designs for FPGA/ASIC/SOC. UVM hierarchy has 
many components in it and the relations between 
these components are fairly complex. ANKASYS 
offers Verification IPs, so called ANKASYS VIPs. 
ANKASYS VIPS benefit from UVM features and they 
reduce the complexity of UVM hierarchy.


  


ANKASYS VIP FAMILY


• Integration Support

• Application Support

• Customization

• Maintenance


Available Services


• ANKASYS ARINC708A VIP Pre-packaged library

• Sample UVM Test Environment source files


Deliverables


  The ARINC708A Verification IP allows you to 
verify ARINC708A avionics protocol which is 
implemented in your design.

  Using ANKASYS ARINC708A VIP, you can easily 
construct a UVM test environment and thanks to 
configurable agent features, your ARINC708A 
protocol will be verified with industry standard 
specification.


ANKASYS ARINC708A VIP


• Master/ Slave modes 

•  Configurable Gap Time

•  Use Thomas Manchester Encoding 

• Automatic driver and monitor thread termination 
support via a single enabling bit

• Pre-defined sequences

• Runs on industry leading simulators


Key Features



